Junction Box Notes

General
1. Overland Park Municipal Code (OPMC) and Overland Park Design and Construction Standards Manual (OPD&C) are incorporated, except as otherwise specified.

2. All shown sewer structures shall be painted or painted in place. If painted structures are used, the type shall be selected in phase with the painting process. The type shall be selected in phase with the structural design.

3. Pre-cast steps designed to be approved by the City Engineer for safety, structural or decorative purposes. The design shall be approved by the City Engineer for safety, structural or decorative purposes.

4. Concrete shall be in accordance with ASTM C-1578. See Approved Materials List for pre-approved products.

Concrete
5. Concrete used in this test shall be C30/H50, as approved by the Kansas City Metropolitan Area Council, and shall meet the requirements of the OPMC

6. Joints should be staggered with non-reinforced concrete joints to provide access.

7. Reinforcing bars shall be at least 1/4" in diameter and be concrete contact.

8. Concrete used shall be in accordance with ASTM C-1578. See Approved Materials List for pre-approved products.

General
9. All dimensions noted in the construction notes shall be dimensioned in the note. The note dimension shall be the actual dimension. All notes shall be checked and noted as per the OPMC.

10. All dimensions noted to controlling sheet are to be dimensioned on the controlling sheet.

Foundation
11. Foundation shall be poured in accordance with OPMC C-1578. See Approved Materials List for pre-approved products.

Construction
12. Concrete form shall be at least 1/4" thick to be sure the reinforcing is fully encased.

13. Concrete form shall be poured in accordance with OPMC C-1578. See Approved Materials List for pre-approved products.

14. All forms shall be removed immediately after the concrete has gained sufficient strength to support itself.

15. All forms shall be removed after the concrete has gained sufficient strength to support itself.

16. All forms shall be removed after the concrete has gained sufficient strength to support itself.

Foundation
17. Foundation shall be poured in accordance with OPMC C-1578. See Approved Materials List for pre-approved products.